
 

 

LODE OEM TREADMILL 

 
 

FEATURES & BENEFITS 

 

- Possibility to provide the treadmill with your logo and corporate colours 

(dependent on sales quantity) 

- Various interface protocols guarantee perfect communication with all  

commonly known stress ECG and spirometry equipment 

- Standard side handrails 

- Standard safety lanyard 

- Modular construction 

- Various options 

- Extreme low step-up height 

- Almost maintenance free 

- Interface: RS232 & USB 

- Stackable: minimized transport costs 

- Smooth acceleration 

- Manufactured by Lode BV: one supplier all solutions 

- Known and proven durability, quality and reliability 

 



 

 

LODE OEM TREADMILL 

LODE OEM TREADMILL SPECIFICATIONS 

  

Standard speed range 0,5 – 20 km/h  / 0.3 – 12 mph 

Speed adjustment steps 0,1 km/h 

Height adjustment front side 0 – 25% 

Walking surface 50 x 150 cm 

Maximum patient weight 225 kg 

Power requirements 230 VAC, 50-60 Hz. 
115 VAC, 50-60 Hz. (2 phases) 

Interface RS232 & USB 

Dimensions (L x B x H), cm 212 x 76 x 110 
Weight 145 kg 

  
Environmental conditions Operational 

  

- temperature ºC (ºF) 14 – 40 (57 – 104 ) 

- humidity (non-condensing) % 30 –  90 

- air pressure kPa 70 - 106  
 Storage: 

- temperature ºC (ºF) -25 – 70 (13 – 167) 

- humidity (non-condensing) % 10 –  95 

- air pressure kPa 50 - 106 

  

Standard & Safety Norms ISO 9001:2000, ISO 13485:2003, IEC 601-
1, UL 60601-1, MDD 93/42/EEG: Class I, 
type B 

  
Options  

  

Rehab speed 0.1 – 12 km/h 

Negative elevation Electrical on/off (%): 10 

Emergency stop button Optional 

Side handrails Extension to the standard handlebar 

Arm support Optional  

Entrance Plate Optional 

Fall-stop with safety harness Optional 

Body weight support system Optional 

Interface Blue Tooth Optional 

Interface Wifi Optional 

Display Optional 

Control Unit Optional 

Programmable Control Unit Optional 

Heart rate  Optional in combination with display or 
control unit 

 


